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This paper combine the improved PSO algorithm� ����������� �� ���������� ����������� ������� (Analysis of Particle Swarm Optimization 
Algorithm)� ���������  ����� �������� ����� ����������������  �� ����������������������������    �� ��������� with the BP neural network for prediction of Silicon content in hot metal. Firstly, 
the varying visual mechanism is drawing into the standard PSO through changing the neighbor 
structure dynamically with each particles, in order to enhance the local and global searching 
ability in particle swarm. Afterwards, the improved algorithm is used to optimize the weights 
and threshold of BP neural network to avoid falling into local extremum. Finally, the prediction 
model of Si content in hot metal is built based on BP network optimized by Variable neighbor-
hood PSO. The average relative error of the prediction model is 6.7% based on the data from 
blast furnace.

Keywords: ���������� ����������� �������� ���������� ������ ��������������� �� �����������particle swarm optimization�� ���������� ������ ��������������� �� �����������, ���������� ������ ��������������� �� �����������neural network�� ��������������� �� �����������,����������������  �� ����������� silicon content�� �����������,������������  prediction�.

Предлагается улучшенный алгоритм PSO для прогнозирования содержания кремния в 
горячем металле. Средняя относительная погрешность модели прогнозирования составляет 
6,7% на основе данных из доменной печи. 

Прогнозування змісту кремнію в гарячому металі за допомогою алгоритму 
PSO. Ян Кай, Шун Хі

Пропонується покращений алгоритм PSO для прогнозування вмісту кремнію в гарячому 
металі. Середня відносна похибка моделі прогнозування становить 6,7% на основі даних з 
доменної печі.

1. ������������Introduction
The silicon content in blast furnace hot met-

al is an important index to measure the quality 
of pig iron and metallurgical technology. The 
change of silicon content directly reflects the 
stability of the process[1,2]. Therefore, real-
izing the silicon content in hot metal and it’s 
varying tendency in real time, and making ac-
curate forecasts, have significances to conduct 
operating for temperature of blast furnace, re-
duce focal ratio and the cost of pig iron, reduce 
fluctuation of furnace condition, and ultimately 

achieve energy saving and reducing consump-
tion.

Because the traditional prediction model 
based on the production mechanism of hot 
metal has certain limitations. Recently, Many 
scholars use artificial intelligence methods 
to predict the quality of hot metal [3-6]. This 
paper combine the improved PSO algorithm 
with the BP neural network for prediction of 
Silicon content in hot metal. The concept that 
each particles has certain visual field is firstly 
proposed in this paper. All the particles in the 
visual field of a given particle form a neighbor-



464	 Functional materials,  23,  3,  2016

Yang Kai, Zhijun He / Target prediction in blast furnace based on ...

hood structure of the particle. The visual field 
of each particle is changing along with itera-
tion, leading to the varying neighborhood of 
particles, in order to improve the ability of the 
particle swarm to find the optimal solution. 
On this basis, the improved algorithm is used 
to optimize the weights and thresholds in BP 
neural network to avoid falling into local extre-
mum. Later the prediction model based on BP 
network optimized by Variable neighborhood 
PSO is to be trained and validated by real data 
in a steel company.

2. PSO algorithm  
and it’s improvement

2.1 The standard PSO
A group of n particles is flying at a certain 

speed in D-dimensional searching space. Each 
particle is a potential solution for the optimi-
zation problem to be solved. Speed determines 
their flight distance and direction. All the par-
ticles have a fitness value that is determined 
by the function of the optimization. Particles 
update their position and speed by following 
two extreme values in the process of flight, 
which separately represent their own flight ex-
perience and the swarm flight experience. One 
extreme value is the optimal solution that the 
particle itself has found so far, called the in-
dividual extreme value, denoted by pbest. The 
other extreme value is the optimal solution that 
the whole population has found so far, called 
the global extreme value, denoted by gbest. The 
update formula for particle position and veloc-
ity is:
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Where i n= 1 2, , ,  ,  n is the size of the 
swarm; d = 1,2,…,D, ,D is the number of dimen-
sions, k is the number of iterations; c c1 2, are two 
positive constants, called cognitive and social 
parameter respectively; r r1 2,   are two random 
functions in the range [0,1]. W is called inertia 
weight, used to coordinate the global and local 
optimization ability of PSO algorithm. W usu-
ally decreases linearly with the increase of the 
number of iterations. In this paper, the updat-
ing formula of the inertia weight is:
w
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where w wmax min,  are the maximum and mini-
mum values respectively of the inertia weight 

w. maxiter,curiter represent the maximum and 
current iterations number respectively.

2.2 Variable neighborhood structure
Artificial fish swarm algorithm(AFSA) is 

firstly proposed by Li Xiaolei in 2002[7]. In 
AFSA, each artificial fish has vision and can 
consider a step forward to the direction better 
than current position. The vision mechanism of 
artificial fish is firstly lead into particle swarm 
optimization after inspired by the optimization 
process in AFSA. In this paper, each particle is 
assigned a vision with a limited range, denoted 
by visual. The other particles within visual of 
a given particle form the neighborhood of it. In 
the standard PSO, every particle is affected by 
both individual and population experience in 
solution space. In order to promote the capa-
bilities of information exchange and sharing, a 
new component is added into the velocity for-
mula which represents the attraction gener-
ated from the neighborhood optimum. The new 
formula is as follow:

v wv c r pbest xid
k

id
k

id id
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k
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Where α  is a random number in the range 
[0,1] and  nbestid represents the best neighbour-
hood optimum found by particle xi: so far. The 
update formula of neighbourhood optimum 
with xi  is as follow, for every particle xj:

If
x x Visualj i- <  fitness x fitness nbestj i( ) ( )<   

then
	 nbest xi j= 	( 5)

In order to improve the local and global 
searching ability in standard PSO, In this pa-

Fig. 1.  Visual change Process
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per, we propose the idea that all particles have 
gradient vision. The field change of particle vi-
sion is not happened in each iteration, but in 
certain quantity interations and was the lad-
der-like distribution. The advantage of this de-
sign is that particles can search optimal value 
in relative fixation neighborhood field and avoid 
missing a better search path due to frequently 
shift with vision. In the beginning iteration, 
the neighborhood of a particle is itself. When 
the iterative process is end, the neighborhood 
of a particle is all the swarm. The vision of a 
particle is defined as:
	 Visual fix curiter step= ´( , )δ 	( 6)        

Where curiter is the current iterative num-
ber, δ  is interval times before next change of 
vision, fix is a reminder function, step repre-
sents each growth of the visual field. As shown 
in Fig.(1), the neighborhood field is solid circle 
when the vision of a particle is equal to Visu-
al1. After  iterations, the vision of the particle 
is update to Visual2 and the corresponding 
neighborhood filed is dashed circle. It satisfy 
that Visual2 = Visual1+step.

2.3  Mutation operator
If the optimal fitness value of the algorithm 

does not change through certain times of suc-
cessive iterations, the algorithm is likely to 
converge to a local optimum of the problem, 
Paper [14] introduce reinitialization will occur 
aimed at arbitrary one-dimension of the cur-
rent optimum. It is used to change the current 
searching trajectory so that particles can go out 
of the local optima and improve the accuracy of 
optimization.

This paper applies such effective and con-
venient operator to the improved PSO.. Let 
Rmax be a predefined constant that represents 
the allowed maximum iteration number. That 
is to say, if the optimal fitness value of the al-
gorithm does not change through Rmax times 
of successive iterations, we choose a arbitrary 
dimension and replace it by a random number 
within [-1,1] so as to enhance the exploration 
ability for particles and escape from the local 
optimum for the algorithm.

3.Optimization for BP neural network

3.1 BP neural network
BP neural network is a multilayer forward 

network for unidirectional propagation with 
three layers or more than three layers, Includ-
ing the input layer, hidden layer and output 
layer and it is the most widely used neural 
network. In the use of BP neural network, the 
neural network must be given a set of learning 
samples in advance. Each neuron in the neu-

ral network contains a threshold and there is 
also weights between neurons. The input pa-
rameters are transferred from the input layer 
through the hidden layer to the output layer 
under the action of the corresponding weights 
and thresholds as well as the excitation func-
tion. BP neural network adjust the connec-
tion weights voluntarily through the train-
ing according to the minimum error criterion 
between the input and output data. Through 
continuously iteration, the nonlinear mapping 
between input and output is finally obtained. 

But there are some disadvantages of BP 
neural network, such as it is easy to fall into 
local extreme value, slow convergence rate, 
randomicity of parameters selection, which can 
easily lead to the instability of the network. In 
view of the shortcomings of BP neural network, 
this paper use the improved particle optimiza-
tion algorithm to determine the weights and 
threshods, and bring about prediction of silicon 
content in hot metal. Fig. 2 is a forcasting mod-
el of BP neural network.

3.2 Encoding for weights and  
thresholds

This paper use the variable neighborhood 
particle swarm optimization algorithm(VNPSO) 
to determine the weights and threshods of BP 
neural network. In the trainning process, all the 
weights and threshods in BP neural network 
are encoded as real number string and repre-
sented by a particle, etc. x x x xi i i iL= ( , , , )1 2  , 
i N= 1 2, , , , xij is initialized to the value be-
tween [-1,1], L is defined as: 
	 L In Hi Hi Ou Hi Ou= ´ + ´ + + 	( 7)

Where In, Hi and Ou are the number of 
input layer, hidden layer and output layer re-
spectively. 

In the iterations, each particle in the swarm 
is decomposed to weights and thresholds in 
neural network and brought into the neural 
network model to compute fitness of the par-
ticle repeatedly, until achieve the maximum 
number of iterations or obtain the permissible 

Fig. 2. Forcasting model of BP neural network
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precision. The optimal particle is the training 
result of BP neural network.

The individual fitness fitnessi  in swarm is 
defined as the mean square error of given sam-
ple:
	 fitness

y o

Mi
j
M

j j=
-=å 1

2( )
  	( 8)

Where M is the Number of samples for test-
ing, are predictive and actual value correspond-
ing to the ith sample respectively.

3. Optimization steps
The following steps are given to optimize 

the weights of BP neural network by the vari-
able neighborhood particle swarm optimization 
algorithm:

Step 1: Initialize parameters: the popula-
tion size N, the maximum iteration number 
LoopCount, the acceleration coefficients c1, c2, 
the interval frequency δ , increment step , iner-
tia weight w, Rmax, the constriction coefficient 
χ, the max velocity vmax .

Step 2: Initialize position and velocity of 
all the particles randomly in the D dimension 
space.

Step 3: Evaluate the fitness value of each 
particle, and update the global optimum posi-
tion gbest , the neighborhood optimum position  
and the individual optimum position pbest .

Step 4: Update the inertia weight according 
to formula (3).

Step 5: Update the visual of population ac-
cording to formula (6).

Step 6: For each particle, update particle 
velocity according formula (4), update particle 
position according formula (2).

1) If the current fitness value is better than 
pbest , assign the current position to pbest.

2) If the current best fitness value is better 
than the gbest, assign the current best position 
to gbest.

For each particle in a given one’s neighbour-
hood,  if the current fitness value of the particle 
is better than the nbest of the given one, assign 
the particle’s current position to nbest  corre-
sponding to the given particle.

Step 7: Identify whether the algorithm has 
stagnated during successive Rmax times itera-
tions. If the algorithm has stagnated, initialize 
any one-dimension of the optimal position by 
mutation operator.

Step 8: Repeat Step 4 - 8 until a stop crite-
rion is satisfied or a predefined number of itera-
tions are completed.

4. Prediction for Si content in hot 
metal 

This paper create a prediction model for si 
content in hot metal based on BP network opti-
mized by Variable neighborhood PSO.Nine pa-
rameters that related to si content in hot metal 
were selected as input parameters to neural 
network from iron making in the blast furnace. 
They are air volume, hot blast drang, pressure 
difference, ventilating index , air temperature, 
top temperature, Oxygen enrichment, coal in-
jection amount, batch nunber. The number of 
hidden layers is 10 and the output parameter 
is si content in hot metal. Number of particle 
swarm N=60. The dimension of particle swarm 
is 111 and each of them represents a weight or 
threshold. Due to the difference of these pa-
rameters, the input and output parameters are 
normalized in order to ensure that these fac-
tors are in the same position, the initial range 
of the weights is [-1,1]. The initial parameters 
is set as: N w= =60 0 9, . ,max wmin .= 0 4 c1 2=
, c2 2=  , loopcount=200, δ =10, step=0.15. 

Production data of every days that collected 
from a steel works in China in the first half 
of year 2012 is selected as training data set, 

Fig. 3. Comparison between predicted and ac-
tual value

Fig. 4. Prediction error
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containing 174 group data. A total of 29 group 
data in July is used as a test data set. The com-
parison between predicted and actual values 
is shown in Fig. 3. The model can predict the 
change trend of Si content in hot metal. The av-
erage relative error is 6.7%., the accuracy was 
97% when the errors was limited in the range 
of ±0 1.  and the accuracy was 76% when the 
errors was limited in the range of ±0 05. . Pre-
diction error is shown in Fig.(4).    

6. Conclusions
The prediction accuracy of BP neural net-

work is largely determined by its relative 
weights and thresholds. In this paper, the idea 
of variable neighborhood particle swarm op-
timization algorithm is proposed by introduc-
ing the vision mechanism. Then the improved 
algorithm is used to optimize the weights and 
thresholds of BP neural network so as to avoid 
falling into local extremum. Finally, this meth-
od is applied to the prediction of silicon content 
in hot metal. Through training and verification 
of the actual production data of a steel works, 
the average relative error of the prediction 
model is 6.7%, the accuracy was 97% when the 
errors was limited in the range of  ±0 1. and the 
accuracy was 76% when the errors was limited 
in the range of ±0 05. .
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