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An activated carbon model was created using Hammam Al-Alil asphalt in Iraq as a petro-
leum-based feedstock. An aliphatic resin represented by (C5) was applied to the asphalt in dif-
ferent quantities and with the presence of sulfur. The optimum conditions for the reaction of the 
components were determined using different temperatures, times and sulfur ratios. The study 
showed that the optimum conditions for the reaction of the components were a temperature of 
225°C, a sulfur content of 2% and a reaction time of three hours, which was determined by cal-
culating the asphalting coefficient. The best model was selected and treated through different 
distillation processes, both conventional and synchronous, and then the waste from the distilla-
tion process was treated with potassium hydroxide at a ratio of (2.5:1) (raw material: potassium 
hydroxide) at a temperature of (500∓50 °C) for three hours. After that, the resulting carbon 
nanomaterial was purified from impurities and alkali in several ways. The resulting carbon ma-
terial was tested for its effectiveness by measuring its ability to adsorb iodine from its aqueous 
solution, i.e., using the so-called iodine number, which is a quick indicator of the internal surface 
area. In the course of the study devoted to the investigation of factors influencing the adsorption 
efficiency, the process of extracting amaranth dye from its aqueous solution was examined and 
the optimal conditions for the adsorption process were determined. 

Keywords: Activated carbon, Hammam Al-Alil asphalt, Amaranth pigment, Thermodynam-
ic functions.

Дослідження термодинамічних властивостей та адсорбції амарантового 
барвника на поверхні нового активованого нановуглецю, виготовленого з нафти. 
Mohammed H. Almolah, Suhaib N. lottfy AL Jarah, Murtatha H. ali Al-Zubaidi

Для цього дослідження було створено модель активованого вугілля з використанням 
асфальту Хаммам Аль-Аліл в Іраку як сировини на основі нафти. Аліфатичну смолу, 
представлену (C5), наносили на асфальт у різних кількостях та з присутністю сірки. 
Оптимальні умови для реакції компонентів були визначені за допомогою кількох температур, 
часу та вмісту сірки. Дослідження показало, що оптимальними умовами для реакції 
компонентів є (225 °C, 2% сірки та час три години), що було визначено шляхом розрахунку 
коефіцієнта асфальтування. Була взята найкраща модель та оброблена різними процесами 
дистиляції, як звичайними, так і синхронними, а потім відходи процесу дистиляції були 
оброблені гідроксидом калію у пропорціях (2,5:1) (сировина: гідроксид калію) за температури 
(500∓50 °C) протягом трьох годин. Після цього отриманий наноматеріал був очищений від 
домішок та основи за допомогою кількох процесів. Отриманий вуглецевий матеріал було 
тестовано на ефективність шляхом вимірювання його здатності адсорбувати йод з його 
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1. Introduction
Water pollution has become a global problem 

now; to address this issue, water resources as-
sessment is constantly needed. Water pollution 
causes the death of 14,000 people every day in 
the world, and the problem of water pollution 
affects both developed and developing coun-
tries, as water quality is influenced by many 
factors such as rainfall, climate, soil type, veg-
etation and geology [1]. 

Activated nanocarbon refers to a wide range 
of nano carbonized materials with a high de-
gree of porosity and high surface area. Acti-
vated nanocarbon has many applications in 
the environment and industry in the field of re-
moving, recovering, separating, and modifying 
various compounds in the liquid and gaseous 
phases. Activated nanocarbon prepared using 
potassium hydroxide has a high surface area 
and better efficiency than sodium hydroxide in 
various applications [2[. The use of Nano car-
bon dates back to (3750) BC, when the Egyp-
tians and Sumerians used it to reduce copper, 
zinc, and tin ores in bronze production. In 157 
AD, plant- and animal-derived nanocarbon was 
used to treat a wide range of diseases [3].

Torkia and his colleagues developed a series 
of activated nanocarbon models from asphalt 
for the adsorption of ethane and ethylene. 
Final results illustrate the models prepared 
at 800 °C and KOH/asphalt ratio = 4 showed 
a high surface area as measured by the BET 
method. Its value was 3111 m2/g and the pore 
volume was 1.92 cm2/g. The prepared activated 
nanocarbon showed higher adsorption of C2H6 
over C2H4  [4].

Using inexpensive asphalt (AS), Javed and 
his team were able to create a porous activat-
ed nanocarbon with a large surface area. They 
next examined how well it adsorbs bisphenol A 
(BPA), a common endocrine disrupting chemical 
(EDC) found in natural water and wastewater. 
Overall, the findings demonstrated that AS is a 
very effective adsorbent for eliminating EDCs 
from water; and it can be used for drinking wa-
ter treatment and wastewater polishing  [5].

Han et al. prepared an effective nano car-
bon-based adsorbent using asphaltenes from 
asphalt rocks. They used asphaltenes from 
natural asphalt rocks in Indonesia as raw ma-

terials to prepare a microporous nano carbon 
material through pyrolysis (<500 °C) and acti-
vation with potassium hydroxide. The ideal ac-
tivation conditions were achieved at 800 °C for 
30 minutes with a potassium hydroxide/ acti-
vated carbon ratio of 3:1. According to addition-
al adsorption experiments, methylene blue is 
adsorbed onto the porous nanocarbon material 
as a monolayer. It was also noted that at a con-
centration of 556 mg/g, the adsorption kinetics 
is described by a pseudo-second-order model. 
These findings suggest that carbon nanoparti-
cles obtained from asphalt can become promis-
ing and effective adsorbents [6].

Wang et al. prepared asphalt-based mag-
netic activated nano carbon with high a spe-
cific surface area and adsorption properties for 
methylene blue in a single step. The results 
showed that the carbon nanoparticles have a 
microporous structure, and the adsorption re-
actions are endothermic and spontaneous; the 
Langmuir isotherm model was applied to them, 
and the reaction order was found to be pseudo-
second order [7].

Gorbunova et al. used a simple method to pre-
dict and control the porosity structure of activat-
ed nanocarbon obtained from petroleum asphalt.  
In this study, the relationship between nano-
carbonization temperature and the structural 
and adsorption characteristics of asphalt-based 
porous nanocarbon was revealed. Furthermore, 
the ideal temperature for nanocarbonization 
was established, and the reasons for the influ-
ence of temperature on the main structural 
characteristics of activated nanocarbon were 
studied. For petroleum asphalt, a nanocarbon-
ization temperature of 500–600 °C was deter-
mined to be ideal for further activation. When 
petroleum asphalt subjected to nanocarboniza-
tion at a temperature of 500–600 °C is acti-
vated with potassium hydroxide, finely porous 
carbon nanoparticles with a large surface area 
are formed [8]. 

The presence of dyes in water has an ex-
traordinary impact on human life, given the 
huge global consumption of dyes from the 
food, cosmetics, textile and pharmaceutical 
sectors, which reaches (1,000,000) tons world-
wide. Complex structures of dyes consisting of 
aromatic rings linked to different functional 

водного розчину, тобто того, що відомо як йодне число, яке є швидким показником площі 
внутрішньої поверхні. У ході вивчення факторів, що впливають на ефективність адсорбції, 
було досліджено процес екстракції амарантового барвника з його водного розчину та 
визначено оптимальні умови для процесу адсорбції.
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groups with a π-electron can absorb light in the 
spectral range of (380-700) nm [9].

 Toxic wastes containing azo dyes are dis-
charged from various industries, negatively af-
fecting water resources, soil fertility, aquatic 
organisms and the health of the ecosystem. It 
has toxic and lethal effects, causes mutations 
and cancer in aquatic organisms and animals, 
is poorly biodegradable under natural condi-
tions and is not typically removed from waste-
water by conventional wastewater treatment 
systems. Benzidine-based dyes have long been 
recognized as carcinogenic to the human blad-
der and tumorigenic [10].

2. Experimental
Amaranth dye has been evaluated several 

times by the Joint FAO/WHO Expert Committee 
on Food Additives in 1972, 1975, 1978 and 1984 
and by the Scientific Committee on Food of the 
European Union (SCF) in 1976, 1979 and 1983. 

Rodent studies show that amaranth is poor-
ly absorbed (2.83% in rats) after oral admin-
istration; therefore, most of it remains in the 
intestinal contents [11, 12].

In brief, Hammam al-Alil asphalt in Mosul 
is a natural asphalt formed through long-term 
geological processes, which results in its complex 
chemical composition combining organic and min-
eral materials, and, consequently, unique physi-
cal and mechanical properties that distinguish 
it from artificial petroleum bitumen in terms of 
performance characteristics, durability and resis-
tance to aging.

2.1.	 Treatment of Hammam Al-Alil as-
phalt with additives

A known weight of mass of asphalt from 
Hammam Al-Alil was taken and treated with 
different proportions of C5 resin in the pres-
ence of sulfur at a temperature range from 
200 to 300 °C, as the optimal conditions for the 
treatment process were determined.

2.2.	 Separation of asphaltene
One gram of the original asphalt, modified 

asphalt and the treated asphalt were dissolved 
in 40 ml of petroleum ether (60-80°C) and the 
mixture was shaken for three hours in an ice 
bath; then the sample was filtered and washed 
with distilled water several times until the 
washing result became colorless. The asphal-
tene was dried and weighed and then its per-
centage was calculated.

2.3	 Preparation of the raw material for 
the production of activated nanocarbon

A sample with a very high asphaltene con-
tent was selected and subjected to conventional 
and vacuum distillation to increase the mass of 
carbon nanoparticles in the feedstock.

2.4.	 Preparation of activated nanocabon

The material obtained in the second stage 
was treated with potassium hydroxide in a 
ratio of (1:2.5) (waste: potassium hydroxide) at 
a temperature of (550-600 °C) for three hours.
The nanocarbon material was then cooled and 
washed with distilled water several times 
until neutralization, then treated with a 5% 
hydrochloric acid solution by thermal sublima-

Table 1. Amaranth and its chemical composition

color
λmax
nm Melting 

point °c

M.wt
g·mol−1 Structure Name

Red

523 122

604.479

S O 3
-N a+

S O 3
-N a+

H O
N

N

S O 3
-N a+

Sodium
 7-hydroxy-8-((4-sulfonatonaph-

thalen-1-yl)diazenyl)naphthalene-1,3-
disulfonate ( E 123 )
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tion for two hours. The nanocarbon material 
was cooled, then filtered and washed with 
distilled water several times until neutraliza-
tion, then dried and stored with a particle size 
of 150 micrometers, thus making it ready to 
measure its effectiveness.

2.5. Determining the effectiveness of  
activated nano carbon

2.5.1. Iodine adsorption from its aque-
ous solution

One gram of the prepared activated nanocar-
bon was placed in a conical flask with a volume 
of 250 ml, and 100 ml of iodine solution with a 
concentration of 0.1 N was added. The mixture 
was shaken for half an hour and then the dye 
solution was separated by filtration, with 20 ml 
of the solution at the beginning of the filtration 
excluded from the calculation to avoid the ef-
fect of the adsorption of the filter paper on the 
dye solution as well as the calibration process.

To complete the measurement, 50 ml of io-
dine solution was titrated with sodium thiosul-
fate aqueous at a concentration of 0.1 N using 
starch as a reagent; the volume of thiosulfate 
used was calculated to determine the amount 
of iodide adsorbed by the prepared activated 
nanocarbon, according to the ratio:
 	 X=A-[2.2B × ml of thiosulfate used]	 (1)

	 A=N1×126.93 	 (2)

	 B=N2 ×126.93 	 (3)
Here X is the weight (in mg) of iodine adsorbed 
by the activated nano carbon; N1 and N2 are 
standards for iodine solution and sodium thio-
sulfate, respectively (0.1 N); B is the adsorption 
of amaranth dye.

The iodine number [13] is calculated through 
the equation:

 I.N. = X / MD , (4)
where X is the weight of nanocarbon used, D is 
the correction factor.

2.5.2. Calibration curve to evaluate the 
wavelength of maximum absorption

To determine the wavelength of maximum 
absorption of the dye, multiple concentrations 
(1x10-5 - 9x10-9 M) of amaranth solution were 
prepared to measure concentrations before 
and after the adsorption process. A relation-
ship was established between absorption and 
concentration to obtain a basic equation from 

which unknown quantities were calculated us-
ing the Beer-Lambert law:
 	 A= ε LC 	 (5)
where A is the dye absorption, ε is the molar ab-
sorption coefficient (ε, mol–1⋅cm–1), L is the op-
tical path length for visible rays (L = 1 cm), and 
C is the molar concentration (mol/m3) [13].

2.5.3. Adsorbent effect
The adsorbent effect on the adsorption effi-

ciency was studied using the dye solution at a 
concentration of (7x10-5 M) with change in the 
amount of adsorbent in the range (0.05 - 0.3 g), 
at a temperature of (25 °C), and a volume of 
(10 ml).

2.5.4. The equilibrium time
By monitoring the absorption at intervals of 

10, 20, 30, 40, 50, 60, 70, 80, and 90 minutes, 
a kinetic study was carried out to track the ad-
sorption of the test dye and determine the time 
required to reach equilibrium in the adsorption 
system.

Evaluating thermodynamic functions:
Enthalpy values ​​of adsorption (ΔH) can be 

calculated by calculating the value of the equi-
librium constant at different temperatures 
[14]:
	 ln K Const    H

RT
= -

∆  	 (6)

where
	 K  C

 C
  ad

e

=  	 (7)

The value of (ΔH) was calculated by drawing 
a relationship between (ln K) versus (1/T) to 
obtain a straight line with a slope equal to (-
∆H)/ R [15], where R is the gas constant (8.314 
J mol–1 k–1) and the values ​​of (ΔG°) and (ΔS°) 
were calculated based on the following equa-
tions:
	 ∆G   RT lnK° = - 	 (8)

	 ∆
∆ ∆

S
H   G

T
° =

°- °( )
 .	 (9)

3. Application of adsorption 
isotherms:

First - Langmuir isotherm:
The Langmuir isotherm is obtained by plot-

ting the dependence of Ce/qe on Ce, which gives 
a slope of (1/qmax), and a section of (1/bqmax) 
[16], and at different temperatures:

	  C
q bq

C
q

e

e max

e

max

= +
1 	 (10)
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Second - Freundlich isotherm:
The Freundlich isotherm equation was ap-

plied at temperatures in the range of 328 to 
288 (absolute), and the numbers ​​of (KF, n) were 
calculated from the slope (1/n) [17] and the 
straight line segment (log K) obtained by plot-
ting log qe versus log Ce:
	 log q loqK

n
logCe e= +

1  	 (11)
Third – Temken Isotherm:
The Temken isotherm was obtained by plot-

ting (qe) versus (lnCe), at melting temperatures, 
and using the slope of a straight line equal to 
(BT) [18] with an intercept equal to (KT):
	 q B lnK B lnCe T T T e= +  	 (12)

4. Results and discussion

4.1. Asphalt treatment with additives. 
Asphalt from Hammam Al-Alil was treated 

with the additives used in this study as shown 
in the first paragraph of the practical part 
and Tables (2, 3 and 4). These tables show the 
percentages of asphaltene separated from the 
original asphalt and the treatment at different 
reaction conditions to determine the optimal 
conditions for this treatment. 

The results in Tables (2, 3 and 4) showed that 
the best model for preparing activated nano-
carbon is the composition of 2% sulfur, 10% C5 
with a heating time of 3 hours at a temperature 
of 250 °C. This became clear from the obtained 
asphaltene ratio, which reached 72%, and then 
from the preparation of activated nanocarbon 
by selecting the optimal model.

Activated nanocarbon was prepared accord-
ing to the best model in terms of asphaltene 
content; it was obtained through the aforemen-
tioned transactions, as explained in the fourth 
paragraph of the practical part. The properties 
of the prepared activated nanocarbon were de-
termined, and its effectiveness was confirmed 
by the adsorption of iodine dye from its aque-
ous solution, with the model showing an excel-
lent iodine number value (1129.677 mg/g).

Iodine number is considered to be an indi-
cator of the internal surface area of ​​activated 
nanocarbon [19]. The effectiveness of nano 
carbon in adsorbing dyes with large structural 
formula was measured using the adsorption 
of amaranth dye as an example, as shown in 
the fifth paragraph and its sections. In order 
to cover all the issues related to the prepared 
activated nano carbon, the infrared spectros-

copy, scanning electron microscopy (SEM) [20], 
energy dispersion of X-rays (EDX) and X-ray 
diffraction (XRD) were used.

4.2. The EDX results
The EDX results are illustrated in Figure   .
The values ​​obtained through measuring en-

ergy dispersion of X-rays (EDX) [21] indicated 
that the proportion of nanocarbon was very 
high compared to other elements that could 

Table 2. The percentages of asphaltene sepa-
rated at (250 °C) and at different times and 
2% by weight of sulfur

Asphaltenes (%) Time(hr) Samples

42 - As0

51 2 As1

71 3 As2

61 4 As3

53 5 As4

As0: Original model
Table 3. Percentages of asphaltene separated 
using different sulfur ratios at 250°C

Asphaltenes (%) S (%) Samples

50 1 As5

72 2 As6

66 3 As7

Table 4. The percentages of asphaltene sepa-
rated using (2%) sulfur and at different tem-
peratures and time (3) hours

Asphaltenes (%) T (°C) Sample

39 200 As8

72 250 As9

51 300 As10

Figure 1. Elemental ratios in activated nano car-
bon 
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have resulted from the measurement or operat-
ing conditions.

XRD measurements (Fig. 2) indicate that 
the prepared sample is non-crystalline [22], 
which is clearly seen from the broad band that 
is in the 2θ range from 20 to 30°. 

The results of the adsorption measurements 
using the BETmethod showed that the pre-
pared activated nanocarbon has a large surface 
area, small grain size, and small average pore 
size [23] as shown in Table 5.

The process of producing activated nanocar-
bon using hydroxides is one of the most impor-
tant production methods, as it simultaneously 
involves nanocarbonization and activation. Hy-
droxide ions present in potassium hydroxide 
extract hydrogen from the starting material as 
H2O, leaving behind a positive ion that controls 
the size and type of pores formed in the activat-
ed nanocarbon. It has been established that the 
radius of the positive ion determines the size, 
type, and efficiency of the pores formed in the 
activated nanocarbon [24].

5. Experimental materials

5.1. Making a calibration curve and 
finding the wavelength of maximum ab-
sorption:

After measuring the absorption of the dye 
at concentrations (1x10-5 and 9x10-9 M), it was 
found that the absorption of the dye obeys the 
Beer-Lambert law, and a high correlation coef-
ficient was obtained (Fig.3).

5.2. Adsorbent effect
After studying the effect of the amount of 

adsorbent, the following results were obtained 
(Table 6).

The adsorption efficiency values ​​showed 
that the preferred weight for adsorption of ac-

tivated nanocarbon is 0.31 g. This means that 
increasing the amount of the adsorbent leads 
to an increase in the number of sites eligible 
for adsorption and hence increases the efficien-
cy of the adsorbent in removing the dye from 
the aqueous solution. For further studies, the 
amount of activated nanocarbon chosen was 
0.156 g, as it is an intermediate option, and 
since larger amounts lead to complete removal 
of the adsorbent, it is difficult to study [25].

5.3.	 The equilibrium time
 By measuring the adsorption at different 

times, using 10 ml of the dye solution and a 
concentration of 7x10-5M at (25 °C), the follow-
ing results were obtained (Table 7).

During the reaction, we observed that ad-
sorption proceeded at a high rate for the first 
10 minutes, after which the adsorption pro-
cess gradually slowed until equilibrium was 

Figure 2. X-ray diffraction pattern of activated 
nanocarbon

Figure 3. Calibration curve for amaranth dye

Table 5. Results of adsorption measurements 
using the BET method

Analysis Data Measurement

760.62 (m2/g)
0.4287 (cm3/g)
2.2582 (nm)

Surface area
Pore volume

Average pore dimeter 

 Table 6. The effect of activated carbon on 
adsorption efficiency at temperature 25 °C and 
concentration 7 x 10–5 M 

Efficiency % qe (mg/g) Ce (mg / l ) Wt. (g)

47.31 4.003 22.297 0.05

85.03 3.598 6.332 0.1

89.52 2.525 4.436 0.15

95.06 2.011 2.091 0.2

98.96 1.396 0.421 0.3
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reached (75 minutes). This is explained by the 
presence of a large number of free active sites 
on the adsorbent surface capable of binding the 
dye, the number of which gradually decreases 
over time [26].

5.4. Calculating the thermodynamic 
functions

ΔH was calculated from the plot of ln K ver-
sus 1/T (Fig.4), which gave a straight line with 
a slope equal to (-ΔH)/(R), where R represents 
the gas constant (8.314 J mol–1 k–1) in equation 
(8), and the values ​​of ΔG° and ΔS° were calcu-
lated based on equations (11) and (12).

From the results presented in Table 8, it 
follows that the values ​​of the equilibrium con-
stant K increase with increasing temperature 
at a constant concentration, and the adsorption 
capacity also increases with increasing tem-
perature. The positive sign of the adsorption 
heat ΔH values ​​indicates that the nature of the 
association between the dye molecules and the 
surface of activated nanocarbon is endothermic 
[27]. The results show that the ΔH values ​​are 
smaller than 40 kJ mol–1, which proves the 
physical nature of adsorption [28]. Positive val-
ues ΔS° showed an increase in the randomness 
of the studied system [29]; this may be due to 
the nature of the dye used, which is sodium 
salts that ionize in aqueous solution, releasing 
sodium ions that cause an increase in the ran-
domness of the system.

Negative values ​​of ΔG°indicate that the ad-
sorption process is spontaneous, and that the 
spontaneity of the reaction increases with in-
creasing temperature, since the reaction within 
the solution is endothermic [30]. 

Fig. (4) lnK via 1/T to calculate the values ​​of adsorption enthalpy

Table 7. Effect of reaction time on adsorption 
efficiency

Efficiency 
%

Qe 
(mg/g)

Ce 
(mg / l )

Time 
(min)

83.90 2.357 6.813 10
85.49 2.412 6.139 20
86.02 2.427 5.914 30
87.01 2.454 5.496 40
88.45 2.495 4.886 50
89.21 2.517 4.565 60
90.95 2.566 3.826 70
81.24 2.292 7.938 80
76.46 2.157 9.962 90

Figure 5. Ce/qe versus Ce for the Langmuir iso-
therm
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5.5. Application of adsorption is0therms
First - Langmuir isotherm:
The graph of Ce/qe depending on Ce has a 

slope (1/qmax) and a section (1/bqmax) at differ-
ent temperatures [31](Fig.5). 

This results are listed in Table (9)
The results of the Langmuir isotherm showed 

a good direct relationship with the increase in 
temperature. This indicates the applicability of 
this model to the adsorption process. We also note 
the increase in the constant (b) [32]. The RL and 
b of the Langmuir isotherm at different concen-
trations and different temperatures are listed in 
Table 9.

Second - Freundlich isotherm:
The (KF, n) values were calculated from the 

slope (1/n), and the straight-line intercept (log 
K) obtained from the plot log qe versus log Ce, 
and these values ​​are listed in Table 10.

The values ​​of Freundlich constants gave 
good linear relationships at different temper-
atures [33, 34], and the values ​​of n indicated 
that the adsorption is of the preferred type.

Thirdly - The isotherm Temken 
The dependence of qe versus lnCe was plot-

ted at different temperatures, and from the val-
ue of the slope of the straight line that is equal 
to (BT), and with an intercept equal to (KT), the 
curves in Figure 4 and the values ​​fixed in Table 
11 were obtained.

The values ​​of the correlation coefficient (R) 
indicate good linear relationships at different 
temperatures; this indicates the possibility of 
applying this isotherm to systems of this type. 
Also, the increase in the values ​​of the constant 
(KT) with increasing temperature is consistent 
with the positive sign of the enthalpy. 

Table 8. Equilibrium constants and thermodynamic function at different concentrations and different 
temperatures

∆G°
(kJ.mol-1)

∆S°
(J.mol-1.K-1)

∆H
(kJ.mol-1)

K T (K)
Conc.
(M)

-5.854 117.813

28.074

11.531 289

5×10-5
-6.566 116.248 14.150 299
-7.536 115.623 18.976 308
-8.368 114.604 23.693 317

-10.570 117.823 48.225 327
-5.526 75.510

16.225

10.057 285

6×10-5
-6.841 77.389 15.822 299
-7.283 76.312 17.179 309
-7.852 75.701 19.490 319
-8.670 75.887 24.030 327
-4.262 71.351

16.286

5.929 289

7×10-5
-4.712 70.466 6.699 299
-5.595 71.045 8.895 307
-5.935 69.881 9.445 317
-7.057 71.171 13.300 328
-3.012 72.958

18.065

3.519 288

8×10-5
-4.021 73.896 5.068 298
-4.438 72.851 5.658 308
-5.034 72.434 6.716 318
-5.999 73.168 9.029 328
-2.912 60.774

14.581

3.375 288

9×10-5

-3.476 60.628 4.089 298
-4.059 60.552 4.877 308
-4.584 60.298 5.666 318

-5.258 60.514 6.876 328
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6. Conclusion 
The process of extracting amaranth dye 

from its aqueous solution was part of this 
study, which also looked at the factors that af-
fect adsorption efficiency. The results showed 
that the ideal weight of the prepared activated 
nanocarbon is 0.3 g at a concentration of 7×10-5 
M, and that the reaction equilibrium time is 70 
min. The practical data were applied to mod-
els of different isotherms, such as: Langmuir, 
Freundlich, and Timken isotherms at different 
temperatures, with the aim of using them in 
calculating thermodynamic functions. Thermo-
dynamic functions showed that the adsorption 
system is of the physically endothermic type, 
as evidenced by the positive values ​​of ∆H, and 
that the adsorption process occurs automatical-
ly. The adsorption system became increasingly 

chaotic as shown by the negative (∆G°) values; 
positive (∆S°) data indicated the ionization of 
dyes, which are sodium ion salts. 

Figure 6. log Ce versus log qe for the Freundlich isotherm

Figure 7. The dependence of qe versus ln Ce for 
the Temken isotherm

Table 9. Langmuir constants and correlation 
coefficients are given from the Langmuir iso-
therm

R qmax 
(mg/g)

B 
(L/mg) T (K)

0.9951 2.997 0.704 289
0.9979 3.172 0.882 299
0.9922 3.229 0.897 307
0.9968 3.376 0.957 318
0.9972 3.374 1.568 328

Table 10. Freundlich constants and correla-
tion coefficients obtained when applying the 
Freundlich isotherm

R Kf N T(K)
0.9486 1.628 4.871 289
0.9179 1.800 4.883 299
0.9862 1.667 3.987 309
0.9782 1.919 4.589 319
0.9988 2.158 5.214 329

Table 11. Temken constants and the correla-
tion coefficients evaluated when applying the 
Temken isotherm

R KT 
(l/mg) BT T(K)

0.9528 1.5315 0.4697 288
0.9390 1.7317 0.4942 298
0.9440 1.7882 0.4933 308
0.9798 1.8795 0.5363 318
0.9933 2.167 0.481 328
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